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(54) Title: METHOD FOR MANUALLY CENTERING AN OPHTHALMIC LENS IN A CENTERING/LOCKING DEVICE AND 
ASSOCIATED CENTERING/LOCKING DEVICE 

(54) Titre : METHODE DE CENTRAGE MANUEL DUNE LENTILLE OPHTALMIQUE DANS UN CENTREUR- B LOQUEUR 
ET DISPOSITIF CENTREUR-BLOQUEUR ASSOCIE 

(57) Abstract: The invention concerns a method for man- 
ually centering an ophthalmic lens comprising steps which 
consists in : a) by way of calibration, acquiring and stor- 
ing the shadow of a predefined geometrical figure (124B) 
arranged on a transparent support (124) interposed between 
illuminating means (S) and acquiring means (C), when said 
support is illuminated alone, the geometrical figure having 
a maximum overall dimension between 2 and 10 mm, b) 
superimposing said ophthalmic lens and said support, c) ac- 
quiring and storing the shadow of said geometrical figure de- 
flected by said ophthalmic lens when said ophthalmic lens 
and said support are jointly illuminated, d) acquiring with 
the acquisition means the shadow of the centering and/or 
focusing mark (PC) of the ophthalmic lens to be centered 
(103) when it is illuminated by said illuminating means, e) 
displaying on a visualizing screen (105) the shadow of the 
centering and/or focusing mark of the ophthalmic lens and 
- a virtual centering target (CC) corresponding to the desired 
position of the centering mark of the lens relative to a refer- 

1 24 ence point ( CB ) of ^ circle ( 20 °) of the frame » 0 deducing 

the prismatic deflection of the measured geometrical figure 
by comparing the acquisitions obtained at steps a) and c), 
a corrected relative position (Cbc) of the reference point of 
the frame circle relative to the centering mark, or inversely 
g) manually causing the shadow of the centering mark of the 
lens and the virtual centering target to coincide. 
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(57) Abrege : Llnvention concerne une m&hode de centrage manuel d'une lentille ophtalmique, comportant les Stapes consistant a : 
a) a titre de calibrage, acquerir et m^moriser l'ombre d'une figure g6om£trique pr6d6flnie (124B) menagee sur un support transparent 
(124) interpose" entre des moyens d'eclairement (S) et des moyens d'acquisition (C), lorsque ledit support est eclaire" seul, la figure 
geom&rique presentant une dimension maximale hors tout comprise entre 2 et 10 mm, b) superposer ladite lentille ophtalmique 
et ledit support, c) acquerir et memoriser l'ombre de ladite figure g6om6trique deviee par ladite lentille ophtalmique lorsque ladite 
lentille ophtalmique et ledit support sont 6clair6s conjointement, d) acquerir avec les moyens d'acquisition l'ombre du repere de 
centrage et/ou d'axage (PC) de la lentille ophtalmique a centrer (103) lorsqu'elle est eclairee par lesdits moyens d'eclairement, e) 
afficher sur un 6cran de visualisation (105) d'une part Tombre du repere de centrage et/ou d'axage de la lentille ophtalmique, et 
d'autre part une cible virtuelle de centrage (CC) correspondant a la position voulue du repere de centrage de la lentille par rapport a 
un point de reference (CB) du cercle (200) de la monture, f) d6duire de la deviation prismatique de la figure g£ometrique mesur^e 
par comparaison des acquisitions realis6es aux Stapes a) et c), une position relative corrigee (CBc) du point de reference du cercle 
de monture par rapport au repere de centrage, ou inversement, g) mettre en coincidence manuellement l'ombre du repere de centrage 
de la lentille et la cible virtuelle de centrage. 



